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2005 Pontiac G6 


1. The 2005 Pontiac G6 is one of many new sporty models introduced by 
Pontiac during the 2005-2006 production years. The car uses the new GM 
"Z" key and codes G0001-G3631. Use B106 as test key. 
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Issue No. 76 


Manufacturers: Interested in 
offering rebates or discounts to 
NLAA members? Contact Marc 
Goldberg at the Home Office 


2. The ignition uses an active retainer that allows the 
cylinder to be removed easily as long as the key is in the 
ON position. 


3. Begin by prying off the plastic bezel with a 
flat blade screwdriver. 


4. Remove the 
two screws that 
secure the lower 
kick-panel. 
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5. One is on the left side of the steering column and 
one is on the right. 


6. Gently pry out the side panel on the left side of 
the dash. 


7. Next you will need to remove the two screws under 
the side panel of the dash. 
8. Now you can remove the kick-panel. 
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9. You now have access to the retainer. With the key "On" 
you have to look straight up from the floor towards the 
ignition behind the dash. The retainer is a small silver 
rectangle that sits about two inches back form the face 
cap at 5 o'clock. 


10. The code is stamped on the 
cylinder, just put a "G" in front of 
the 2334 to get the code G2334. 


11. The keyblank used is a 
GMX-381.The key has a "+" 
symbol stamped on the blade. 
This key cannot be cloned. 


12. 2006 models have a Circle Plus 
stamped on the blade. You can use 
the Circle Plus in place of the Plus 
keys, part # GMX-381C. 


13. The lock is 
held together 
with an 
alignment 
notch and a 
spring-loaded 
retainer. It is 
accessed from 
the rear of the 
plug, and can 
be depressed 
with a pick or 
small flat head 
screwdriver. 


14. A view 
of the 
spring- 
loaded 
retainer. 
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15. The tumblers are marked with their depth number. 


16. The lock is a true double-sided, with true 
numbers on the wafers. 


17. It also features a sidebar, 
and contains the first 8 of 10 
tumbler positions. 


18. The wafers are not held in by a 
tumbler spring cap. 


19. They are more like a door lock. 


20. There is only a door lock cylinder on the 
driver's side. It is not too hard to remove. 
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21. You need to remove the door 
panel to remove the lock. 


22. Remove the fastener on the 
door panel edge. 


23. There is a trim screw hidden under the 
screw cap located in the door release 
handle cavity. 
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24. Use a Torx bit to remove the trim screw. 


25. Wiggle the trim unit out of the door panel. 


26. There is a trim cover over the door 
pull cavity. Remove the cover. 
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27. Remove the 2 Torx screws. 


28. You can now unsnap the 
control unit trim piece. 


29. Remove the electrical 
connectors on the trim unit. 
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30. The small triangular panel that may or may 
not have a tweeter speaker in it at the top right 
of the panel needs to be unsnapped. 


31. The panel can now be unsnapped 
from the door and removed. 


32. Now remove the switch assembly 
and disconnect the plugs. 
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33. Pull back the weather shield without tearing or 
ripping it. The lock linkage rod as you can see is a 
vertical one. 


34. A view inside the door. Shown here is the bracket 
assembly that holds the lock cylinder and connects the 
outside handle to the latch release linkage. 


35. Now you can remove the exterior plastic 
cap on the door edge. 


36. Loosen the Torx screw. 
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37. The exterior lock handle cover 
can be removed as seen here. 


38. Another view of the lock 
cylinder with the handle 
cover removed. 


39. To remove the lock uses two small 
screwdrivers to remove the spring clip that 
holds the lock in. 
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40. A view of the lock clip as it sits in the 
bracket assembly. 


41. The lock cylinder clip. 


42. The door lock cylinder. 
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43. Remove the facecap with a small 
flat blade screwdriver. Re-use the 
facecap. Tumbler positions 1 & 2 are 
not used anywhere. 


44. The door cylinder plug contains eight tumblers in 
positions 3 through 10. 


45. There is a ball bearing detent for the plug in the 
cylinder housing. 


46. Here is a view of the lock assembly parts. 
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47. The easiest way to make a key for this 4-door G6 
is to remove the trunk lock. 


48. There is a trunk release which allows easy access 
to the trunk lock. 


49. There is a large clip that holds the lock in. The 
barbs securing the lock are very stiff and need to be 
depressed before the lock can be removed. 


50. There is also an alarm micro-switch on the back of 
the cylinder that needs to be removed. 


51. The lock removed. You can sight-read the 
wafers through the drain-hole on the lock. It 
contains positions 3-10 which allows for an 
easy progression. 
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52. To disassemble the lock, remove the clip, spring 
and tailpiece. 


53. Now you will need to remove the facecap. At this 
time there are no aftermarket caps available so you will 
need to re-use the existing one. The plug can be 
removed out the front of the lock. 


54. The wafers are numbered. The key used is the new 
Circle Plus key. Part # GMX-381C - Pontiac Logo Part # 
GMX-100C - No Logo Available from A-1 Security or Nat'l 
Auto Lock @ 800-954-5454. 


NOTE: Transponder System - Locksmith Programmable. The Ignition lock cylinder has a sidebar. There is no #5 
depths in the first cut position. 
Method #1 Try to obtain a code from Pontiac Roadside or try to have the customer obtain it from them. 
Method #2 Use the GM #7 Determinator for the door lock. This will give you positions 3 through 10 and progression 
remaining cuts 1 & 2 for the ignition. 
Method #3 Disassemble the door or trunk lock for cuts in positions 3 through 10 and progress remaining cuts 1 & 2 
for the ignition. 


Transponder Information: 


On Board Transponder Key Programming Instructions: 


Programming New Transponder Keys: (All Keys Lost.) 
1. Put the newly cut Master key into the keyway and turn it to the ON (RUN) position. A "Security" indicator light on 
the dashboard will stay on for 10-minutes. 
2. Within 1-minute after the indicator light goes off, turn the ignition to "OFF" then return to the ON (RUN) position. 
The indicator light again will stay on for 10-minutes. (Do not remove the key.) 
3. Again, within 1-minute after the indicator light goes off, turn the ignition to "OFF", then return to the ON (RUN) 
position. The indicator light again will stay on for 10 minutes. (Do not remove the key.) 
4. When the light goes off for the third time, the new key is programmed into the computer and will start the car. 
Remove the key and then re-insert it into the ignition lock and start the car. 
All previously stored codes will be erased. To stop the process at any time, simply remove the key and use an 
existing key to start the car. 
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For Cars Where You Want to Just Create a Spare Key: 


1. Place an already programmed key in the keyway. 
2. Cycle the ignition from OFF to ON (RUN) to OFF. 
3. Within 15-seconds, insert the new, properly cut Transponder key in the ignition. Turn the key to ON (RUN) or 
START. The "Security" indicator light will go on and off. Turn the key "OFF". 
4. The key will now start the car. Repeat the second step for each new key to be programmed. 


